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SET INCLUDES

PERFECT BENDER SET

SKU# 3010

Tired of constantly searching
for the right tool for the job? Say
goodbye to frustration and hello
to efficiency.

The Disc Bender can also be used as a
freehand roller thanks to a unique red
handle included in the set.

PERFECT BENDER

PERFECT BENDER XL - 150

POCKET BENDER

DISC BENDER L

RED HANDLE

> 0,3mm - Imm

S series

SKU# 1130

POCKET BENDER

+ BENDING TO 100 °

+ INSERTION DEPTH: 5 - 50 MM

+ MAX MATERIAL THICKNESS: 0.8 MM
+ BENDING ROLL RADIUS 0.7 MM

S L

s

Interchangeable bending
roll: R =2.0 MM (%)

* BENDS FROM 90 ° UPTO 180 °
* MAX MATERIAL THICKNESS: 0.8 MM

« BENDING TO 100 °©
« MAX MATERIAL THICKNESS: 0.8 MM
« BENDING ROLL RADIUS 0.7 MM

DISC BENDER

REMOVABLE DISC

S

PERFECT BENDER

Interchangeable bending
roll: R =2.0 MM

*

S| 9001

ROLL RADIUS

S DOUBLE 8-30 MM YES S-60 5-60 MM 0.7 MM | 2.0 MM(")
L 8-45MM YES S-100 5-100 MM 0.7 MM | 2.0 MM(*)
L DOUBLE 8-45MM YES S$-150 5-150 MM 0.7 MM | 2.0 MM(¥)

0,3mm - Imm

L series

« BENDING TO 100 °©
* MAX MATERIAL THICKNESS: 0.8 MM
« BENDING ROLL RADIUS 0.7 MM

PERFECT BENDER

L-250

Interchangeable bending
roll: R =2.0 MM

>

SKU# 9

ROLL RADIUS

0.7 MM | 2.0 MM(")

L-200

0.7 MM | 2.0 MM(")

L-350

0.7 MM | 2.0 MM(")

0,3mm - Imm

H XL series

« BENDING TO 100 °©
« MAX MATERIAL THICKNESS: 0.8 MM
« BENDING ROLL RADIUS 0.7 MM

PERFECT BENDER

Interchangeable bending
roll: R =2.0 MM

*

ROLL RADIUS

0.7 MM | 2.0 MM(")

XL- 100 5-100 MM 0.7 MM | 2.0 MM(")
XL-150 5-150 MM 0.7 MM | 2.0 MM(")
XL - 200 5-200 MM 0.7 MM | 2.0 MM(")
XL - 250 5-250 MM 0.7 MM | 2.0 MM(")
XL - 350 5-350 MM 0.7 MM | 2.0 MM()

0,3mm - Imm

H DXL series

« BENDING TO 100 °©
* MAX MATERIAL THICKNESS: 0.8 MM
« BENDING ROLL RADIUS 0.7 MM

PERFECT BENDER

DXL - 250

Interchangeable bending
roll: R = 2.0 MM

*

9003

ROLL RADIUS

0.7 MM | 2.0 MM(")

DXL - 350

5-350 MM

0.7 MM | 2.0 MM(")

Buschmann tools



The DOUBLE FALZ SEAMER is the perfect hand-held
equipment for perfect and effortless seaming of single
and double standing-seam in one operation.

MAX THICKNESS

FaLzseaMER ...

ACCUSEAMER

The ACCUSEAMER is the perfect hand-held equipment
for perfect and effortless seaming of single and double
standing-seam.

MAX THICKNESS

STANDARD DOUBLE SEAMING PROFILE GUTTING MACHINE

Falz Cutter is intended for double-lock standing seam
metal roof dismantling, It dissects double-lock standing
seam connection places.

MAX THICKNESS

]
JYFALZBENDER

The FALZ BENDER is perfect hand-held set of
two benders for quick and effortless double standing
seam folding.

MAX THICKNESS

. STAINLESS STEEL: 0.5 MM
. ALUMINUM, COPPER, ZINC: 0.8 MM
. STEEL: 0.7 MM

PipeXpand Set (80 mm + 100 mm)

SK

4040

Easy expansion of of all ssam-welded copper,
zinc or aluminium downpipes

Different geometry rollers ensures smooth in and
out operation (does NOT require a lot of force)
Does NOT leave structural marks on the pipes
One person operation

Lightweight due aluminium body

PIPEXPAND

PipeXpand Pro @60

5010

Plastic inserts to prevent scratching

Special rubber inlays to improve the grip and
prevent slipping

Optimized movement angle and geometry gives
perfect Ist and 2nd step experience

Ergonomic handles to fit your palm

Carry lock clip — for easy carrying

rLasTcPLIERS

2-in-1Hand Seamer for double standing seam

MAX THICKNESS
* STAINLESS STEEL: 0.5 MM
. . . . .
STAINLESS STEEL: 0.5 MM STAINLESS STEEL: 0.5 MM . ALUMINUM, COPPER, ZINC: 0.8 MM P|peXpand Pro @75 . STAINLESS STEEL: 0.5 MM
. ALUMINUM, COPPER, ZINC: 0.8 MM . ALUMINUM, COPPER, ZINC: 0.8 MM . STEEL: 0.7 MM . ALUMINUM, COPPER, ZINC: 0.8 MM
. STEEL: 0.7 MM . STEEL: 0.8 MM
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PipeXpand Pro @80 STEEL: 0.7 MM

STANDING SEAM 25

GREEN TOOL RED TOOL

PipeXpand Pro @100

PipeXpand Pro @120
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